
        
         

      
           

       

   
  
   
   

            
          

         

         
         

         
             

          
        

         
            

          
            

      
         

            
   

rnamentalO Fencing 
I M  P E R I A  L C O L L E C T I O  N 

R oma Fence is proud to supply our own line of decorative iron fencing;  The Imperial Collection. 
For hundreds of years, ornamental iron has been the architectural choice in fencing, providing 

security while adding elegance to your home. Our Galvalume™ iron fence system is maintenance free 
and manufactured to last. 

Galvalume™ 

Four-Part 
Construction 

Steel Tubing 

Galvalume™ 
Hot-Dipped 
Coating 

Chromate 
Conversion 
Coating 

Electrostatically 
Applied Polyester 
Powder Coating 

MANUFACTURED WITH GALVALUME™ 

All of our modular fences are constructed with Galvalume™ tubing 
that meets or exceeds industry standards. Galvalume™ steel is a steel 
sheet coated with an alloy consisting of approximately 55% aluminum, 
43.4% zinc, and 1.6% silicon, by weight. The Galvalume™ coating is 
applied by the continuous hot-dip process and o°ers the best qualities 
of zinc coated (galvanized) and aluminum coated (aluminized) steel. 

Galvalume™ steel, by virtue of its combined protection of aluminum 
and zinc, has up to six times the service life of conventional galvanized 
steel with same coating thickness. This improved performance has 

been proven time and time again in long-term exposure tests in various atmospheric conditions. 

PREMIUM POWDER COATING 
Once fabricated, all of our products are then polyester powder coated. Powder 
coatings are organic, thermo-setting plastic ÿnishes for steel, which provide 
superior adhesion, resistance to abrasion, and excellent colour and gloss retention. 

In sequence, the product is chemically and mechanically cleaned, 
chemically etched, rinsed, and dried. The powder is then 

electrostatically applied (which ensures uniform coverage) and 
ÿnally cured at high temperature. The end result is a premium ÿnish, 

which, when compared with conventional liquid ÿnishes, provides: 

• A tough, durable, long-lasting finish 
• Excellent colour retention 
• Superior protection against abrasion 
• Chemical and corrosion resistance 



   
     

      
     

     

   

 

 
 

 

     
 

      
      

        

      

ACTUAL FENCE HEIGHTS 
Castle 36“  48”  60“ 72”         84“ 96” 108“ 120” 
Knight 36”          48“          60”           72“         84”         96“  108”  120” 
Fortress * 421/4” 54 1/4” 66 1/4” 78 1/4” 90 1/4” 102 1/4” 114 1/4” 126 1/4” 
Spire 37 1/2” 49 1/2” 61 1/2” 73 1/2” 85 1/2” 97 1/2” 109 1/2” 121 1/2” 
Merlin 37 1/2” 49 1/2” 61 1/2” 73 1/2” 85 1/2” 97 1/2” 109 1/2” 121 1/2” 
Trojan 37 1/2” 49 1/2” 61 1/2” 73 1/2” 85 1/2” 97 1/2” 109 1/2” 121 1/2” CASTLE KNIGHT FORTRESS 
Princess 37 1/2” 49 1/2” 61 1/2” 73 1/2” 85 1/2” 97 1/2” 109 1/2” 121 1/2” 
Avanti 37 1/2” 49 1/2” 61 1/2” 73 1/2” 85 1/2” 97 1/2” 109 1/2” 121 1/2” 
Majesty 36”  48“ 60”          72“          84” 96“            108”         120” 
Prince 36”         48“ 600”  72“          84”  96“            108”  120” 
Paige 37 1/2” 49 1/2” 61 1/2” 73 1/2” 85 1/2” 97 1/2” 109 1/2” 121 1/2” 

STANDARD GATE WIDTHS (Inside to inside measurements) SPIRE MERLIN TROJAN 
Castle 45 1/2” 50 1/2” 60 1/4” 70” 74 3/4” 84 1/2” 109” 991/4” 118 3/4” 
Knight 50 1/2” 60 1/4 ” 70” 90” 99 1/4” 109” 118 3/4” 
Fortress 45 1/2” 50 1/2” 60 1/4” 70” 74 3/4” 84 1/2” 991/4” 109” 118 3/4” 
Spire 50 1/2” 60 1/4 ” 70” 90” 99 1/4” 109” 118 3/4” 

1/4”Merlin 50 1/2” 60 1/4 ” 70” 90” 109” 118 3/4”99 
Trojan 50 1/2” 60 1/4 ” 70” 90” 109” 99 1/4” 118 3/4” 
Princess 50 1/2” 60 1/4 ” 70” 90” 99 1/4” 109” 118 3/4” 

1/4”Avanti 50 1/2” 60 1/4 ” 70” 90” 109” 118 3/4”99 
PRINCESS AVANTI MAJESTYMajesty 45 1/2” 55 1/4 ” 65” 74 3/4” 84 1/2” 104” 1133/4” 123 1/2” 

Prince 45 1/2” 60 1/4” 74 1/2” 89 1/2” 104” 118 1/2” 
Paige 45 1/2” 50 1/2” 60 1/4” 70” 74 3/4” 841/2” 991/4 ” 109” 118 3/4” 

STANDARD TUBE SIZE, PICKET SPACING, 
AND POST SETTINGS 
Pickets 1” x 1”x 16 Gauge 

3 7/8” Spacing 
Rails (sq.) 1 1/2” x 1 1/2” x 14 Gauge 
Posts (sq.) 2 1/2” x 2 1/2” x 14 Gauge 

PRINCE PAIGE 

NOTE: Finishes shown are simulations 
only and because of the printing 
process used may not match the actual 
colours exactly; please see your dealer Required spacing between posts: All Styles 76” except Majesty 80 7/8” for an actual coated colour chip. 

Black White 

3 RETAIL SHOWROOMS TO SERVE YOU BETTER! 

ROMA FENCE (WEST) INC. ROMA FENCE LTD. (HEAD OFFICE) ROMA FENCE (EAST) INC. 
7045A Auburn Rd. 10 Holland Drive 2446 Stouffville Rd. Box 343 
Milton, ON L9E 0T6 Bolton, ON L7E 1G6 Gormley, ON L0H 1G0 
Tel: 905.875.2801 Tel: 416.798.7566 Tel: 416.213.7270 

www.romafence.com 
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