
SPECIFICATIONS

3 7/8" [98 mm]
Between Pickets

Finished Grade
Concrete Footing
Below Frostline

 Post Setting Inside 76" [1930 mm]
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Standard: High Gloss Black
or White

* Custom colours available
upon request

COLOURSPOSTS, RAILS, PICKETS
Cold Formed Steel Tubing. Galvalume Coating. Polyester

Powder Coating. Minimum Film Thickness of 2.5 mils.
E-Coat Dipped Prime Coat [optional]

See Supplement

2 1/2" x 1 1/2" [64 mm x
38 mm] 14 Gauge

RAILS

STANDARD GATE OPENINGS

POSTS FITTINGS

WELDS

15 Gauge Stamp Forged
Factory Finish

Stainless Steel

STANDARD PANEL HEIGHTS

50 1/2" [1283 mm]
60 1/4" [1530 mm]

70" [1778 mm]
* Custom openings

available upon request

PICKETS
1" x  1" [25 mm x 25 mm]

18 Gauge

3" x  3" [76 mm x 76 mm]
4" x 4" [102 mm x 102 mm]
6" x 6" [152 mm x 152 mm]

 Schedule 40

WARRANTY
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THE IMPERIAL PLUS COLLECTION
KNIGHT PLUS

Roma Fence Ltd.
10 Holland Dr, Bolton, ON  L7E 1G6

www.romafence.com

POST CAPS

47 3/4" [1213 mm]
59 3/4" [1518 mm]

* Custom heights available
upon request

*E-Coat available 6' & under
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Standard Panel Width 73 1/2" [1867 mm]
4 7/8" [124 mm] 2 1/8" [54 mm]

Finial 2000

Ornamental Ball

Pyramid
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